HH15 Breaker and HPPOG6 Powerpack ‘ ‘

HH15 Technical Data

Weight 15 kg

Oil flow 20 l.p.m.
Pressure (max.) 160 bar

Blow frequency 1830 1/min
Blow energy 40 Joule
Vibration level 4.4 m/s2
Chisel size hex 22x82 mm

Application/Customer Groups

Replace and outperform any electric breaker
Craftsmen

Concrete floors

Indoor renovation of houses, industry, farms
Light asphalt jobs

Utility jobs

Railways

Rental
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Other Accessory Tools

» HH10 breaker

» HH20 breaker (up to approx. 80%)
» HCD core drill

» HCS14 cut-off saw

HYCON A/S
Juelstrupparken 11
DK-9530 Stgvring
Denmark

Tel: +45 9647 5200
Fax: +45 9647 5201

Mail: hycon@hycon.dk

www.hycon.dk

HPPO6 Technical Data

Weight 54 kg

Oil flow 18 I.p.m.

Pressure 100 bar

Noise level 100 dB

Dimensions 630x530x510 mm
(LxWxH)

Engine Honda GX200 6.5 HP

Benefits

Low weight — high performance

For every day use

Replace any electric breaker by more
performance

Low price

No service

Long life

Use in all weather

Easy to transport

One powerpack — many tools




